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Dimensions and general characteristics may be changed at any time without prior notice.

Data contained herein are for information purpose only, and it does not enlarge, amend or imply any warranty other than provided by us with the product

Any use of the product not in conformance with our instructions may be dangerous.
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Metric tubes for oleodynamic plants
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surface treatment: without zinc plating

S - thickness Ød1 x Ød2   

 4LL TU.4x1 1,0 4x2   

 6LL TU.6x1 1,0 6x4   

 8LL TU.8x1 1,0 8x6   

 10LL TU.10x1 1,0 10x8   

 12LL TU.12x1.5 1,5 12x9   

 6L TU.6x1 1,0 6x4   

 8L TU.8x1 1,0 8x6   

 10L TU.10x1 1,0 10x8   

 10L TU.10x1.5 1,5 10x7   

 12L TU.12x1.5 1,5 12x9   

 15L TU.15x1.5 1,5 15x12   

 15L TU.15x2 2,0 15x11   

 18L TU.18x1.5 1,5 18x15   

 18L TU.18x2 2,0 18x14   

 22L TU.22x2 2,0 22x18   

 28L TU.28x2 2,0 28x24   

 35L TU.35x3 3,0 35x29   

 42L TU.42x3 3,0 42x36   

 6S TU.6x1.5 1,5 6x3   

 6S TU.6x2 2,0 6x2   

 8S TU.8x1.5 1,5 8x5   

 8S TU.8x2 2,0 8x4   

 10S TU.10x1.5 1,5 10x7   

 10S TU.10x2 2,0 10x6   

 12S TU.12x2 2,0 12x8   

 12S TU.12x2.5 2,5 12x7   

 14S TU.14x2 2,0 14x10   

 14S TU.14x3 3,0 14x8   

 16S TU.16x2 2,0 16x12   

 16S TU.16x2.5 2,5 16x11   

 20S TU.20x2.5 2,5 20x15   

 20S TU.20x3 3,0 20x14   

 25S TU.25x2.5 2,5 25x20   

 25S TU.25x4 4,0 25x17   

 30S TU.30x3 3,0 30x24   

 30S TU.30x4 4,0 30x22   

 38S TU.38x5 5,0 38x28   
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Concerning metric hoses code for ZINC PLATED fluid line industry plants add "z" to no zinc-plating code.
Example: TU.6x1 (without zinc plating) - TU.6x1Z (zinc plating).
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"Gaz" tubes for oleodynamic plants
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surface treatment: without zinc plating

S - thickness Ød1 x Ød2   

1/4" TU.8x13 528 2,25 13,25x8,75 0,61   

3/8" TU.12x17 397 2,25 16,75x12,25 0,815   

1/2" TU.15x21 382 2,75 21,25x15,75 1,25   

3/4" TU.20x27 296 2,75 26,75x21,25 1,63   

1" TU.26x34 278 3,25 33,5x27 2,42   

1"1/4 TU.33x42 216 3,25 42,25x35,75 3,13   

1"1/2 TU.40x49 203 3,5 48,25x41,25 3,86   

� � � � # � � �  - � � -� #  � �   � # � � # � � � � �  � # � # � � � � �  � # � � � !  � � � � � � � � � , � #  � � � �  � �  � �  � # � � �  �  � � � #  � � " # � � � # � �  �  � � " � � # � � " � � .

Note - Due to overall dimensions of the item freight charges are always paid by the adressee.
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Concerning metric hoses code for ZINC PLATED fluid line industry plants add "z" to no zinc-plating code.
Example: TU.6x1 (without zinc plating) - TU.6x1Z (zinc plating).
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